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1 Introduction

The purpose of the Plume Measurement System (PLUMES) project is
to develop instrumentation that can help determine the fate of sediments
dischlarged during dredging and dredged material disposal operations.
PLUMES uses acoustic backscatter instruments to provide near-synoptic
data on the three-dimensional spacial distribution of suspended sediment.
Advantages of acoustic systems in this context are: a) they are remote
sensing and thereby non-interfering, b) they have long ranges (10-100 in),
and c) they are suitable for mounting on surface vessels. The information
provided by these systems is a significant improvement on that obtained
using only water sampling and single-point measurement devices.

The disadvantage of using acoustic backscatter systems is that the back-
scattered signal is not a direct measurement of the concentration of sus-
pended sediments. Instead, the strength of the backscattered signal is a
function of size, density, and elasticity of the material. Size dependency
poses the greatest problem since, unlike the density and elasticity of the
sediment, it can rarely be determined a priori. The distribution of the
sizes of sediment particles in suspension can exhibit temporal and spacial
variations that undermine key assumptions incorporated in the equations
used to calculate concentration.

To determine the relationship between PLUMES acoustic measure-
ments and suspended sediment concentrations, a sediment calibration ex-
periment was undertaken by RD Flow at their facility in San Diego, CA.
A sediment calibration chamber was built, along with a pool for trans-
ducer calibration. Sand crystals and glass beads were sieved into different
size classes and suspended in the sediment calibration chamber, at differ-
ent concentration levels. The water was ensonified with short acoustic
pulses at two frequencies (600 kHz and 2 MHz) and acoustic backscatter
was measured. Acoustic backscatter was related to measurements of sus-
pended sediment concentration in the chamber determined using water
samples drawn from the chamber.

Details of the experimental setup and procedures are described in Chap-
ter 2. Repeatability of the experiments and validity of the results are de-
scribed in Chapter 3. In Chapter 4, the range calibration, including a
numerical model to describe the acoustic near field, as well as the transmit
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and receive calibrations of the systems, are described. In Chapter 5, the
results of the calibration experiment are presented. Descriptions of how
data were prepared and presented for analysis are given, along with exam-
ple presentations. Complete data presentations are in Appendixes A, B,
and C. Descriptions include details of the data processing procedures, as
well as comparisons of the results with scattering models. Finally, in
Chapter 6, main findings are summarized and implications for the perfor-
mance of the PLUMES system in typical monitoring situations are
discussed.
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2 Description of Calibration
Experiment

This chapter describes the calibration facility and the experimental pro-
cedures, with reference to the considerations that went into their design.
The first two subsections give an overview of the calibration chamber and
its characteristics. The remaining subsections describe the calibration
procedures.

Calibration Chamber

The primary requirement for the design of the calibration facility was
to create a region of uniformly distributed sediment over a sufficiently
large volume for the instruments to make accurate measurements without
being affected by the walls of the chamber. This was accomplished by tak-
ing advantage of the narrow beam width of the acoustic systems and the
predictable fall velocities of the particles. Figure 1 shows a general over-
view of the calibration chamber. It is constructed from a piece of clear
cast acrylic tubing 8 ft tall (2.4 m), with an outer diameter of 18 in.
(0.46 in), and a wall thickness of 1/4 in. (6.4 mm). Sediments were in-
jected at the top of the tube, fell through the water column to the bottom,
and then were pumped back up to the in-
lets at the top. The bottom of the tube is
fitted with a funnel that chinnels the sedi-
ment into a small tube for pumping. The
sediment and water were pumped • t sdImeft Inlets

through l/2-in. (12.7-mm) tubing, using
a peristaltic pump to avoid entrainment Clow Acryl lc T#Ae,or Co. W..- WA ""II
of air into the circulation system. , h %so I

ftturn nim

At the top of the tank, the main return
line is split into four separate lines and
directed into the tank as shown in Fig- FurI to co ct

ure 2. The pumping velocity in the main PIWs

return line is about 1.7 m/sec. The main
return line splits into four separate lines Figure 1. Overview of the calibration facility
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Sediment Inlets with Rotors

StIrrIng irr ng

Rotors Rotors

Figure 2. Calibration chamber recirculating and stirring system

feeding into four inlets at the top of the tank. The ends of these four in-
lets are 80 percent blocked to increase the velocity of the sediments at the
inlets and thereby create more uniform mixing. When calibration runs
were done using larger particles (greater than 150 im), additional mixing
was required. This was accomplished by using four mechanical rotors in-
serted next to each of the inlet tubes. These rotors produced a nearly uni-
form distribution of particles up to 850 gim in diameter.

In addition to the normal sediment return line, the tank has a set of fil-
ters that can be switched in line to remove sediment from the system when
data collection is complete. These are placed immediately after the pump,
and controlled by a set of Y-valves. Filtering time varies ',ith sediment
size and type, requiring from 30 min to as long as 8 hr.

Nominal Sediment Concentration

The calibration facility is a closed system, mass is conserved, and con-
centration can be estimated using the geometry of the tank, the sediment
fall velocities, and the flow velocity in the main r'!turn line. These param-
eters are described in Table 1.

4 Chapter 2 Description of Calibration Experiment



Table 1

Calibratlon Chamber Paramleters

Pmownstr Description Vable

Al Cros-asctional area of acrylc pipe 0.155 m2

L_ Effectv length of acrylic pipe 2.35 m

V1  Sediment fail velocity 0-9 cmn/ec

A2  Cross-sesonal area of main return Ins 127 cm 2

L2  Effecngth of rtum line 7.32 m

V2  Sedment velocity In main retum Ins 1.7 m/sec

C1  Sediment concentralion in calibration chamber 0-2.000 mgO

For the calibration facility, conservation of mass includes the requirement
that no sediment is trapped in the system. An estimate of the concentra-
tion in the chamber can be made by assuming that the tank reaches an
equilibrium where the sediment flux across any cross section is constant.
If M is the total mass of sediment added, the estimated (or nominal) con-
centration can be expressed as:

M (1)

(A1) * (L I + L2  * V2

where the dimensions of the subscripted parameters are given in Table 1.
Equation I provides a general relationship between sediments added and
concentration in the tank. It is sufficiently accurate to provide a guideline
for how much material should be added to reach a desired concentration.
To accurately measure the sediment concentrations in the calibration cham-
ber, a pump-out water sampling system was used to provide water samples
for gravimetric determination of sediment concentration. The pump-out
system is described in the section titled "Water Sampling" in Chapter 2
and the section titled "Repeatability Gravimetric Analysis" in Chapter 3.
Chapter 3 presents comparisons between nominal and measured concentra-
tions for different types of sediments.

Separating Uniform Size Classes

A motorized sieving system, model CL-305A, made by Soiltest Inc.,
was used to separate the material into uniform size classes. Fourteen sieve
sizes were used. A summary of materials and size classes tested is given
in Table 2.

Chapter 2 Description of Calibration Experiment 5



The two types of silica described in
Table 2 Table 2 were obtained from different
Types and Classes of Materials Tested manufacturers, and, before sieving, had

different size distributions. After siev-
ing, overlapping size classes were used

Crystal White Silica Sand (CWSS) 600-850 for comparison. For the glass spheres,
500-600 the original manufacturers' size classes355-5OO
300-355 were used with additional classes created
212-300 by sieving.
180-212
125-180
106-125 When sieving material, up to six

75-106 sieves were used at one time, stacked up

Sil-Co-Sil Ground Silica (Silica") 125-180 in order of increasing size. A small
75-106 amount of material (typically 150 g) was
63- 75
45- 63 placed in the top (largest) sieve, and the
38- 45 machine ran for 10 to 15 min. The mate-

Glass Spheres (ýGs Beadsr 590-8 rial was removed and stored by size
"Beads" 500-0 class. Each sieve was brushed to remove

355-50o trapped particles every time it was used.
Mo-&5%
210-297 Sieving followed procedures recom-
149-210 mended by the American Society for Test-
105.149 ing and Materials.74-105

53- 74
45.53
38-45

Sediment Sample Preparation

Early experiments showed that adding sediments directly to the tank
did not produce repeatable results. Small air bubbles entrained with the
particles affected the acoustic measurements. A standard procedure was
developed to prepare samples before they were added to the chamber.

First, the desired mass of a particular size class was weighed and added
to a cup of water. The mixture was stirred thoroughly, then placed in a
vacuum chamber for 5 min. The vacuum chamber was kept at approxi-
mately 29 in. (73.7 cm) of mercury, enough to vigorously boil the water
without losing material. The samples were then added to the tank. Typi-
cally, all samples for a particular type and size class were prepared at the
beginning of an experiment, then added as needed over the course of the
experiment. For very fine sediments (less than 38 gim), the samples
would be added to an electric blender and gently stirred to break up larger
groups, then degassed for a period of 10 min. After degassing they were
gently stirred in the blender, taking care not to entrain air into the mixture.
Several experiments were performed with the fine sediments before deter-
mining that this procedure gave the most repeatable results.
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Experimental Procedure

Table 3 shows the standard masses added for all sediment types, along
with the nominal concentrations. These weights were used on all runs, ex-
cept when there was insufficient material to achieve the highest concentra-
tions. For some sediment types, particularly very small grain sizes, the
concentrations were taken to a higher level than stated in the table.

Table 3
Standard Amounts of Sediments Added During Runs

NomW

Run Sediment Added, g Total Sediment, g Concwenttion, mgoI

00 0 0 0

01 2 2 5

02 3 5 13

03 5 10 25

04 10 20 5o

05 30 50 125

06 50 100 250

07 100 200 500

08 200 400 1,000

Every run began with data collection in a clear tank, first with the 600-
kHz system and then with the 2-MHz system. Both the backscatter and
the reflected signal from the bottom of the tank were recorded. In addi-
tion, a water sample was collected to provide a background check of the
concentration. Sediment was then added to the top of the tank, and al-
lowed to mix and reach equilibrium after a period of between 10 and 25
min, depending on size and type. Another data set was then recorded, and
a water sample collected. The procedure was repeated for all concentra-
tion levels. Each complete cycle of nine runs typically took 3 to 5 hr.

Water Sampling

Each water sample contained 4 L of water. Since the smallest nominal
concentration was 5 mg/l, a 4-1 sample had about 20 mg of sediment, al-
lowing for reasonably accurate gravimetric analysis.

The samples were drawn through a 1/4-in. (6.4-mm) inner diameter
J-tube placed approximately 1 in. (2.54 cm) from the center axis of the
tank, approximately 0.7 m above the bottom, using a self-priming
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peristaltic pump with approxi- Water saM i ng system
mately 2.8 I/min capacity. The J-
tube ensures that the inlet to the
tube is oriented into the direction
of fall of the particles (Figure 3).
The pump produces a fluid and 1/4" Tubing
sediment velocity in the tube of
approximately 1.7 n/sec, suffi-
ciently high to ensure accurate
sampling (see the section titled J-tube
"Repeatability - Gravimetric
Analysis" in Chapter 3). After a
4-1 sample was drawn from the
tank, the sediment was allowed to
settle. For larger sediments, ex-
cess water was poured off and the Pumrp
sediment was transferred to
smaller containers. For smaller
sediments (i.e., less than 75 gim),
the samples were processed di- SaPumie Container
rectly from the 4-1 containers.

Figure 3. Overview of water-sampling system

Gravimetric Analysis

The samples were filtered through preweighed glass fiber filter paper
manufactured for gravimetric analysis. Each filter was dried and weighed
to determine total mass. A dual-range balance was used, with a stated ac-
curacy of I mg for a maximum capacity of 40 g, and a stated accuracy of
10 mg for a maximum capacity of 400 g. Accuracy and repeatability of
the analysis are discussed in the section titled "Repeatability - Water Sam-
pling" in Chapter 3. Samples were typically processed within 48 hr of
data collection.

Description of Acoustic Systems

Backscatter data were collected by the two acoustic systems. The 600-
kHz system's actual operating frequency was 614.4 kHz. The systems
used different signal processing schemes and transmit pulse configura-
tions. System parameters are summarized in Table 4.
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Table 4
System Parameters for the Two Acoustic Systems Used During the
PLUMES Callbratlon Experiment

ftsym Pfowrty 00-4Iz Sysem MHz Sytem

Frequency 614,400 Hz 2,000,000 Hz

Ceranic diameter 10.16 an 3.175 cm

Benm wdlh 1.46 dog 1.56 dog

Processn circuitry Linear ampliller with A/D board RSSI logathittuc processor

Dynami rengs 100 dB OW; 40 dB per dlat set 70 dB total; 70 dB per daet ad

Transmit code element lenglh 2 canter cycles (3.26 Ipec) 16 carler cycles (8 I11ec)

Transmit pulse -backscfiler 6.51 psec (2 code elements) 8 ipec (1 code element)
mode

Tranamit pulse - attenualion 208 pec (64 code elements) 112 pec (14 code elements)
mode

The 600-kHz system has a single circular transducer with a diameter of
10.16 cm, profiling vertically along the tank axis. This system collects
vertical profiles of data in two transmit configurations. The two configu-
rations are referred to as backscatter and bottom attenuation modes. In
the backscatter mode, the system transmits two in-phase code elements
(four carrier cycles, or 6.51 g.sec at 614.4 kHz), providing high resolution
backscatter data. In the bottom attenuation mode, a resistor is used in line
with the transmit pulse to reduce transit power by approximately 35 dB, al-
lowing the system to measure the bottom return without hard limiting.
For bottom measurements, the system transmits 64 in-phase code elements
(creating a total pulse length of 208 psec) to produce a repeatable and sta-
ble bottom return. This mode was included in the experiment to make a di-
rect measurement of the attenuation of the acoustic signal in the tank.
The section titled "Correction for particle attenuation" in Chapter 5 de-
scribes how attenuation data were used to correct the backscatter measure-
ments. The section titled "Receiver Response" in Chapter 4 provides a
detailed description of the processing circuitry. A detailed description of
code elements and the acoustic signal, applicable to both systems, can be
found in Brumley et. al. (1991).

Data from the 600-kHz system were processed to produce records of
the relative backscatter level. First the raw 600-kHz data, sampled at
2 MHz, were reduced using a simple RMS filter to either 5-cm bins (for
the backscatter profile), or 1-cm bins (to allow sufficient resolution of the
bottom return). RMS levels were adjusted to account for the pre-amplifier
gain setting and the sensitivity of the analog to digital (A/D) converter
board. Linear profiles were averaged to produce a mean profile, and then
converted to a decibel (dB) scale.

Chapq 2 Desription of Caliration Expeiment 9



The 2-MHz system also has a single circular transducer. The diameter
of the ceramic is 3.175 cm. As with the 600-kHz system, the 2-MHz sys-
tem collects data in two different transmit configurations: the backscatter
profile mode and the bottom attenuation. In the backscatter mode, the sys-
tem alternates between a single code element pulse (1 code element equals
16 carrier cycles, or 8 sec at 2.00 MHz) for fine resolution backscatter in-
formation, and a series of two single pulses separated by a time lag to
allow for Doppler velocity calculations. In the bottom attenuation mode,
a 14-code element (112-gsec) pulse produces a reproducible bottom re-
turn. Again, the bottom return is a measure of the integrated attenuation
in the tank. The 2-MHz receiver circuitry provides amplitude information
in logarithmic units every 16 gsec, corresponding to 1.18-cm vertical reso-
lution. Data k.om the 2-MHz system were stored in 1.18-cm increments
in units of dB. Circuity is described in detail in the section titled "Re-
ceiver Response" in Chapter 4.

10 Chapter 2 Description of Calibration Experiment



3 Experimental Accuracy
and Repeatability

Uniform Concentration

The primary concern at the beginning of the calibration experiment was
whether uniform distributions of particles could be produced in the calibra-
tion chamber. For the larger particles, significant spatial variations in con-
centration were visually observed in early runs and a significant amount
of time was spent rectifying the situation.

The first time large particles were used, visual and acoustical observa-
tions of the concentration distributions in the calibration chamber showed
the situation to be unacceptable. Figure 4 shows the acoustic signature of
what was observed. The figure shows the average (100 pings) signal lev-
els on top of an "ideal" curve, representing an empirical model of the

-38

-40

-42

.44

-46-

-48

-so

-52

-501 0.5 1 L5 2 2.5 3

Dion=c (mn)

Figure 4. Initial anomalies in the intensity profile
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transmission losses due to spreading and water absorption, but does not in-
clude particle attenuation (see the section titled "Modelling" in Chapter 4
for a discussion of the loss mechanisms). The figure shows anomalous
"dips" in the measured vertical profile, representing significant vertical
variations in the particle concentration along the center line of the calibra-
tion chamber. It was hypothesized that the inhomogeneous distribution
was caused by a helical circulation pattern set up by the inlet jets.

Two experiments were conducted to test this hypothesis. In the first ex-
periment, different inlet configurations were tried (500 pings for each of
five different jet configurations). Each jet configuration either had a dif-
ferent orifice size (the larger the opening, the lower the inlet velocity) or
the jets were pointing in slightly different directions. Every 500-ping file
was separated into five ensembles of 100 pings each and the results are
plotted in Figure 5. Data from each jet configuration have been offset by
15 d3 in the plot. As can be seen in the figure, configurations 1 and 2
show strong anomalous areas between 50 and 150 cm from the transducer,
whereas configurations 3-5 seem to be relatively stable and have a shape
in general agreement with the "ideal" curve shown in Figure 4.

The second test looked at the temporal evolution of the scattering level
in the calibration chamber. Five 300-ping data files were collected over a
period of 30 min without changing the concentration or the jet configura-
tion. The jets were set to minimize variations along the center line; these
are referred to as "centered jets." In the time period between 30 and
45 min into the run, two additional 300-ping files were collected with a jet
configuration known to create a helical circulation pattern; these are re-
ferred to as "skewed jets." After offsetting the two last runs from the first

40

30

20J

10 ___Vet 5
Ui

C0i Ve 3 l
, -20

S-30

-5001 So 100 150 200 250 300

dismce -an

Figure 5. Five 100-ping ensembles collected with five different jet

configurations

12 Chapter 3 Experimental Accuracy and Repeeaobt



five runs by 10 dB, the data were plotted in Figure 6. In the first set of fif-
teen 100-ping averages with centered jets, only one profile (the last one)
shows an indication of the "anomaly" around 80-100 cm from the trans-
ducer, whereas all six profiles taken with skewed jets show strong vertical
variations.

The results of these two tests support the hypothesis that the inhomoge-
neous concentration distribution in the calibration chamber was caused by
a helical circulation pattern set up by the inlet jets. To remedy the situa-
tion, mixing of sediments and water near the inlets needed to be increased
without adversely affecting acoustic backscatter. After some preliminary
experiments with different types of rotors, one electrical rotor was placed
in front of each of the four inlets (Figure 2). With the rotors there was an
immediate improvement in the distribution of the larger particles. The pre-
viously observed spatial patterns became much weaker, both as measured
acoustically and as visually observed. On the negative side, it was noted
that the electronic noise level went up by several dB for both systems
(600-kHz, 2.5 dB; 2-MHz, 7 dB), and the rotors introduced additional con-
taminating particles. To minimize the adverse effect of the added noise,
the rotors were not used for the smallest particles. Fortunately, the rotors
were not needed for the smaller particles, because the lower fall velocities
of the smaller particles (less than 150 ;um) allowed the particles more time
to disperse, creating a uniform sediment concentration distribution with-
out using rotors.

The effectiveness of the system, reconfigured to include rotors in front
of the inlet jets, was formally tested using silica sand of size 212-300 nm.
Runs made with and without rotors were compared; these are shown in

-20

S-25-

0 5030100 pings - centered jets

S-O 2*30100 pings - s

-0Lý 00 10 2W0 250 300

dbu=nc - cn

Figure 6. Data in upper half collected before inlets were skewed (data in
lower half)

Chapter 3 ExperimntmI Accuracy and Repeataility 13



Figures 7 and 8. The runs were carried out in exactly the same way, using
eight different concentrations varying from approximately 5 mg/I to
1,000 mg/l. Vertical profiles for each of the eight runs are shown in the
figures. The figures show that the large anomalies present in the calibra-
tion chamber without rotors are no longer detectable when the rotors are
used. It was concluded that the rotors effectively distribute the sediment
uniformly in the calibration chamber.

-20 /

-25

-30 X,~
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Figure 7. M17 Run A (600 kHz), 212-jim crystal white silica, no rotors
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Figure 8. M17 Run A (600 kHz), 212-gm crystal white silica, rotors

operating
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Repeatability - Acoustics

A consequence of the limited time available to complete the calibration
experiment was that the repeatability issue had to be addressed through a
series of select tests ratherthan by reproducing every run. The identified
areas of concern were (a) questions about the required waiting period be-
fore starting data collection, (b) temporal stability of the acoustic data,
(c) sensitivity to transducer mounting position, and (d) repeatability of a
complete run.

Temporal stability

An average backscatter profile was derived from a statistical mean of
100 ping ensembles (for a more complete description of data processing,
see the section titled "Mean profiles" in Chapter 5). When the propellers
were operating, intensity data were collected 10 min after the particles
were added. For smaller particles, this waiting period was extended to be-
tween 15 and 25 min.

To test if the intensity profiles remained constant over time, a special
test using 212-pm sand with the 600-kHz system was designed and carried
out. First, a background data set was collected. Then, 20 g of sand were
added to the calibration chamber and twelve 100-ping data sets were col-
lected at 10-min intervals. Each 100-ping ensemble was averaged without
range-dependent corrections (i.e., spreading, absorption, and attenuation).
The mean profile from each of the 13 data sets is plotted in Figure 9. The
figure shows that the 12 data sets collected with constant concentration
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Figure 9. Temporal variation in the mean signal level (fixed amount of
sand)
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varied little in concentration over the 2-hr period. In Figure 10, each of
the mean vertical profiles has been averaged over three range intervals
(50-100 cm, 100-150 cm, and 150-200 cm). The three time series show
no systematic trend, and the standard deviation of the 12 data sets is less
than 0.25 dB. It wis concluded that a waiting period of 10-25 min is suffi-
cient to reach a stable particle distribution.
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Figure 10. Standard deviation of the vertically averaged ensembles (fixed
amount of sand)

Sensitivity to mounting position

The 600-kHz and 2-MHz transducers were removed and installed each
time particles were added to the tank. Mounting fixtures were constructed
in order to ensure repeatable positions, within 0.25 cm or ± 0.5 deg. To
verify that the data are not sensitive to the exact position of the trans-
ducer, nine data sets at constant concentration were collected as the posi-
tion of the 2-MHz transducer was systematically changed. For each of the
nine configurations shown in Table 5, 100 pings were collected.
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Table 5
Postion of Transducer During
Mounting Test

Mum Number 2-=k Maxmu P*eMm

I Tranewwr on canWr IUm

2 Traneduor 1.25 cm olf allw n

3 Trasducer 2.50 cm off ceter IUm

4 Tramnde 3.75 cm off oear IbWs

5 Tranmduew 5.00 cm off cenaor INw

6 Tranadue 6.25 cm off osnher line

7 Traneducer 7.50cm off e# r Imn

a Traneducer on cenr kio, tilled 3

9 Traneducer on cenMer nie, ilued 6

The vertical profiles derived when averaging over 100 pings are shown
in Figure 11. For each run, the average scattering level (between 50 and
150 cm) was averaged and plotted in Figure 12. This figure shows the
variation with transducer position to be small and the standard deviation
between the runs to be 0.32 dB: It was concluded that backscatter data are
unaffected by small changes in transducer position.

so

70- 2 M.7 Um educer

.0-

so Rm 1 - $.S0mmi•rEC
Rm 2 - IM2 an conwr

S9- Iae he 6 I og Uk

30

201 s0 100 MS 200 250 300 350
Venral dktaa

Figure 11. Variation In the mean signal level when the transducer position
Is changed
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Figure 12. Standard deviation of the vertically averaged ensembles

(changing transducer position)

Repeatability of a complete run

To determine whether results were repeatable, a "double run" was car-
ried out with 212- to 300-1tm silica sand. During this run, data were col-
lected at each concentration, first with the 600-kHz system, then with the
2-MHz system, followed by a water sample, then at 600 kHz and again at
2 MHz, followed by a second water sample. This procedure was carried
out for a full run (eight different concentrations) and generated two sets of
backscatter data for each frequency. Results are shown in Figures 13 and
14; they show minimal backscatter variations.

In addition to the double run, two full runs with 212- to 300-Lum sand
were carried out on two different days with different persons operating the
tank. The results of the test are shown in Figures 15 and 16 for the two
acoustic systems The relatively small variations in the acoustic scatter-
ing level support the conclusion that the acoustic measurements are repeat-
able, well within the overall project specification of 3 dB. Similar tests
were conducted fer very fine particles (less than 10 gmn), with unusual re-
sults. These results ere discussed in the section titled "Fine sediments."

Repeatability - Gravimetric Analysis

Using preweighed glass fiber filter paper recommended for gravimetric
analysis, the samples were filtered, dried, and weighed to determine total
mass. Numerous tests of the sample processing were performed with
known amounts of sediment to determine its accuracy and repeatability

18 Chapter 3 Experken.I Accuracy and R•peat•ablfty
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Figure 13. Repeatability test, 600 kHz - "Double run*
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Figure 14. Repeatability test, 2 Mhz - "Double run"

(see Table 6). At lower weights (< 100 mg), the processing was repeat-
able to ± 3 mg. The main source of uncertainty appears to be the presence
of additional water in the filter paper, a result of variable drying time,
which depends on type and amount of sediment. At higher sediment
amounts, the process was repeatable to ± 3 percent.
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Figure 15. Repeatability test, 600 kHz

""5L -A 7 RunA A _

M &-I 14: Rum A _ _

S70__

_ o_ .. i9

60 _ _ J i _

500

45 L i _ _ _ _

45- 0 5 10 15 20 25 30

1O0bg~meaured .Conwmtrdom)(mW)
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20 Chapter 3 Expedrmental Accuracy and Repeatability



Table 6
Weights of Samples of Known
Concentralton

Sodhuent Mosurd
Ssmpl Nuimbr Pmust, mg Swiwnt mg

1 27 28

2 6 7

3 40 44

4 18 21

5 107 109

6 32 34

Repeatability - Water Sampling

The system for water sampling was tailored after the recommendation
described in an article by MJ Crickmore and R.F. Aked (1975). The moti-
vation for their work was the need for a practical pump-out system.
Through a series of laboratory and field experiments the authors showed
that the water velocity at the inlet can be different from the oncoming ve-
locity of the ambient fluid.

In sum, their experiments with 90- to 200-jim diameter particles
showed that:

a. There is no significant bias as long as the inlet velocity is larger than
1.0 rn/sec.

b. Flow rate for the sampling system is immaterial.

c. The inlet should be pointed into the flow to avoid the 18-percent
underestimation of concentration observed when the inlet was
pointed in the direction of the flow.

As described in Chapter 2, the pump-out system meets all of these
criteria.

To quantify the extent to which the pump-out system produces consis-
tent samples, five water samples were drawn at constant concentration
from the area in the tank where the water samples were drawn during stan-
dard data runs. The test was carried out twice with slightly different con-
centrations of 212- to 300-jim silica sand. The results are shown in Table 7.
These results indicate that the water sampling results were repeatable to
within a standard deviation of approximately 10 percent.
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Water samples taken from different po-
Table 7 sitions in the calibration chamber
Weights of Pump-Out Samples showed significant variations. During a

eNumber R Ru2 run with 212- to 300-jim sand, pump-out
samples were taken at various locations

Sample 1 83 mg 116 g in the tank to quantify these variations,
and results are shown in Table 8. The ini-

Sample 2 92 mg 128mg tial reaction after run I was that some-

Sample 3 74 ng 105 ng thing had gone wrong during the test.
Run 2 shows more consistent data along

Sample4 79mg 115mg the vertical center line (114 mg, ' ;4 mg,

Sample 5 90 mg 108 mg and 93 mg) but there still is considerable
variation in the horizontal plane. Given

Mean 84mg 114mg the repeatability of the pump-out sam-

Standard deviation 7 mg 8mg pies established by the data shown in Ta-
bles 6 and 7, the data presented in Table
8 probably show that there were still sig-

Table 8 nificant local variations in the tank, at

Samples Taken from Different Vertical least for the time scale defined by the

and Horizontal Positions In the Tank time it took to draw a water sample
(100 sec). Within the time constraints of

Poeklton Run 1, mg Run 2, mg the experiment, no further tests were con-

Mean at -nomal spar 84 114 ducted to establish alternative explana-
(center ne) tions for the variations reported in

Table 8.
Half way to wal 88 58

Close to wa"l 21. 221 Comparisons between measured and
nominal concentration (see the section ti-

1 ft above -normal spor 17 114 tied "Nominal Sediment Concentration"
(center ine) in Chapter 2) are shown in Figures 17
2 ft above normal spot 166 93 and 18. Figure 1 ; %*,.)ws the results for

(center line) 300- to 355-jim silica sand, and Figure

18 shows the results using field samples
from the James River in Virginia. The

mean diameter of the sediments from this location is approximately 6 jim.
As expected, measured concentrations are lower than the nominal values,
due to material trapped in the return lines, collecting on the funnel at the
bottom of tank, or otherwise caught in the system. The differences be-
tween nominal and observed values are smaller for the fine field samples
than they are for the large sand particles. This is consistent with visual ob-
servation showing a significant aggregation of particles on the funnel for
the larger size classes.

From the figures, it can also be observed that the relative difference be-
tween nominal and measured concentration becomes smaller at high con-
centrations. This may reflect that the relative amount of material being
trapped in the system is reduced at high concentrations.
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Figure 18. Run M27A - nominal versus measured concentration
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Acoustic Contamination

One of the most critical and most difficult aspects of the experiment
was to maintain a sufficient level of cleanliness within the calibration
chamber, especially with smaller sediments, since a very small amount of
foreign material is sufficient to bias the acoustic data significantly. A care-
ful routine was developed, using the chamber's in-line filter system, to
keep contaminating material to a minimum.

As a reference, background files were taken with every data set to
show the acoustic return levels prior to the addition of sediments. In
these files, the tank was placed in a fully operational condition, with the
pump on and filters out of line for data collection. During some runs, con-
taminating material was unavoidable and scattering values were affected
at lower concentrations.

At several points during the course of the experiment, there was con-
cern over the potential presence of micro bubbles in the water column.
These bubbles could affect both backscattering and signal attenuation. Nu-
merous experiments were performed to look for specific evidence relating
to bubbles; none of these experiments provided evidence to confirm a sig-
nificant effect. As a precaution, several steps (based on practical experi-
ence) were taken to avoid contamination from small bubbles. They were:

a. Only water that had been standing still for some time and effectively
degassed was used when the calibration chamber was replenished.
Normally, water from the larger tank was used. Tap water required
a delay of approximately 3 days for natural degassing to occur.

b. Every run started with a check of the background scattering level.
No run was started before the background level was close to the
electronic noise level. With few exceptions, this procedure was
followed successfully.

c. Particles were mixed with water, degassed in a vacuum chamber, and
usually left standing for more than an hour before the mixture was
added to the tank. Additionally, data were not collected for a
minimum of 10 min after the mixture was added. These procedures
imposed waiting periods so that bubbles entrained with the mixture,
or that resulted from changing transducers, would have a chance to
rise to the surface.
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Special Problems

Temperature sensitivity

During data analysis, it was noted that the attenuation data measured
with the 600-kHz single-beam system varied in a manner inconsistent with
theory, which predicts increasing attenuation with increasing concentra-
tion. The unexpected variation was investigated further.

After several failed hypotheses (e.g., change in scattering off the fun-
nel due to accumulation of sediments), the problem was found to originate
in temperature-sensitive pre-amplifiers, especially at low amplification
levels (high echo levels). During most of the runs carried out during
March, the air temperature was constant during the day and sensitivity did
not manifest itself. During a heat wave in April, however, the temperature
around the transducers was estimated to have varied from 20 "C in the
morning to 30-35 "C in the afternoon.

A temperature sensitivity calibration was performed in an environmen-
tal chamber and the results for the 600-kHz system are shown in Fig-
ure 19. As can be seen, the problem mostly affects the low preamplifier
settings. The low preamplifier settings are required to measure the strong
bottom reflections used to calculate the attenuation. When measuring the
backscatter signal, the preamplifier settings were 32 or higher and the tem-
perature effect would have been at most 1.5 dB for a ± 5 "C temperature
change at 25 *C. The receive circuitry of the 2-Mhz system is less sensi-
tive to temperature than the 600-kHz system.

12

10- -~

PA-35
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Figure 19. Temperature sensitivity of 600-kHz receivers
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Fine sediments

The sieving equipment achieved uniform size classes ranging from 38
to 850 pim. Several attempts were made to calibrate the return signal for
smaller size classei, leading to some unusual results. Two materials in
particular produced similar, but inconsistent, results. The materials were
silica sand, ranging from approximately 1 to 10 pIm in diameter (referred
to by the manufacturer as 15-jum Sil-co-sil), and pulverized kaolinite,
which has a mean particle size of approximately 1.5 min and a very broad
distribution (from 0.2 to 50 prm).

A large concentration (typically 500-1,000 mg/l) of these materials was
added to the calibration chamber at the beginning of each run. Acoustic
backscattering and sediment concentration data were collected approxi-
mately every 30 min. Figures 20 and 21 show the results for kaolinite and
15-m silica, respectively, using data from the 2-MHz system. The horizon-
tal axis shows measured sediment concentration, and the vertical axis
shows mean backscattering level. Elapsed time between data points has
been noted on the figures. Figure 20 shows that scattering levels for the
kaolinite changes by approximately 20 dB, while the measured concentra-
tion only changes by approximately a factor of 2 (3 dB) during the same
interval. Similarly, for the 15-pm silica, scattering levels change by ap-
proximately 10 dB, while again the concentration only changes by a factor
of 2. The same pattern was observed with the 600-kHz system. Thus, the
decrease in backscattering level with time far exceeded the corresponding
decrease in sediment concentration.
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Figure 20. Run JO0A - temporal variability of scattering level from kaolinite

(2 MHz/long pulse)
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Figure 21. Run J 8A - temporal variability of scattering level from 15-tim
silica (2 MHz/long pulse)

The original hypothesis for the large change in scattering was that the
size distribution was changing through cohesion between the particles - or
lack thereof. Several tests were run with and without deflocculant and in-
creasing levels of mixing, blending, and degassing. The test results
shown in Figure 21, for example, were collected using 15-pm silica and a
deflocculant. No change in results was observed in any of the tests, and
the hypothesis was finally discarded.

The second and final hypothesis was based on the mechanisms by
which sediment becomes trapped in the system. Most is either caught on
the funnel, or passes by the upper edge of the funnel and is trapped be-
neath the funnel. Conceivably, these trapping mechanisms could be bi-
ased for different particle sizes, effectively changing the size distribution
with time. Since the largest particles, which dominate the backscatter,
have higher fall velocity than the smaller particles, their residence time in
the tank is shorter and they are more prone to being trapped.

A test of this hypothesis started with the calibration chamber having
been run for 24 hr with 400 mg/I of 15-jim silica. This initial concentra-
tion is shown in Figure 22 as the concentration at time zero. Then,
800 mg/I of 15-jim silica was added (to a total of 1,200 mg/1), increasing
the scattering level by approximately 5 dB. Finally, approximately 400
mg/l of 45- to 63-jim silica sand was added and the larger particles com-
pletely dominated the scattering level (15-dB increase). This mixture was
left running over 48 hr, at which point the concentration was about 700
mg/I and the scattering level returned to the level originally seen when
there were only 15-1im silica particles.
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Figure 22. Run J19A - scattering level from 15-Iun and 45- to 63-B m silica

The data fit the hypothesis of selective trapping of sediments, since the
larger size class had completely disappeared after 48 hr. It was concluded
that this phenomena was the major cause for observed changes in scatter-
ing levels. As a consequence of this selective trapping mechanism, the
calibration facility was unable to be used to calibrate the acoustic systems
for sediment sizes less than 10 jun. Material in the 10- to 38-prm range
was not available for testing.
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4 Calibration

The acoustic systems were individually calibrated to ensure that the re-
sults of the experiment can be applied to any other experiment carried out
with calibrated acoustic systems. In addition to knowing the exact instru-
ment characteristics, an accurate description of the propagating pulse is re-
quired to calculate the parameters that describe the scattering process. In
describing the propagation, there is a distinction between the transducer
near and far field. The separation can be made at a near field distance
d2/, where d is the transducer diameter and X is the acoustic wavelength.
For a 600-kHz system with 10-cm transducers, the separation distance is 4
m. In the far field, acoustic pressure decreases with distance r by a factor
I/r as a result of the spherical spreading. In the near field, this equation is
not valid and can only be evaluated through numerical integration of the
governing equations.

For low-frequency transducers (<1 MHz) applied in open-water opera-
tions, the distinction between near and far field is normally not signifi-
cant. The range of the system is much longer than the near-field distance
and nearly all the significant processes take place in the far field. For
tank experiments, however, narrow beam transducers do not generate a
well-behaved acoustic pressure field within the length of the tank. A
range-dependent correction term that includes near-field effects must be
included to describe that backscatter data correctly.

In the following sections, the overall model for the transmit signal, vol-
ume scattering, and receive response are described. The model is de-
scribed in the section titled "Modelling" below. In the section titled
"Near Field," the particular characteristics of volume scattering in the
near field are described. The section titled "Receiver Response" describes
the relative receive responses of the systems. The last section of this chap-
ter, titled "Transmit and Receive Calibratinn," deals with transmit and re-
ceive calibration and reports the results.
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Modelling

There are two basic elements in the calibration of an acoustic system:
transmit calibration, i.e., pressure generated in the water column, and re-
ceive calibration, i.e., the system output for a given pressure in front of
the transducer. In addition, when modelling volume scattering, appropri-
ate expressions for the beam pattern and the scattering must be included.
Suspended sediment concentrations in the calibration chamber are as-
sumed to be homogeneous, thereby simplifying the range-dependent cor-
rections. The corrected data are referred to as range-normalized. The
system is referred to as calibrated when all the parameters describing
transmit and receive are known.

For acoustic backscatter applications, the transducer typically has the
shape of a piston. For modelling purposes, the transducer can be thought
of as having an infinite number of elements that all are radiating energy in
spherical shells. Defining a scaling parameter Bo with units of Pa*m, the
transmitted rms pressure p at a point r (bold characters signify vectors) in
the water can be expressed as an integral over all the individual transducer
elements (Ma et al. 1987) as:

p W -BO e re -aw r' e dAI = Bo T (r,O)X(r)

A

where

IF (r, 0) = 11 Ir-r"l dA I

X (r) = e-tr-Ja (r)dr

where k is the acoustic wave number and r' is a point on a circular trans-
ducer of area A and radius a, IF is the range-dependent beam pattern in
units of inverse meters. Media-dependent transmission losses are col-
lected in the factor X(r). The term for water absorption is aw (units of ne-
pers/meter). Losses caused by scatterers present in the water column are
collected in the attenuation coefficient a,. The latter is expressed in its
most general form as an integral where the concentration and the size dis-
tribution can vary along the transmit path.

As indicated in Equation 2, the expression for p(r) can be expressed in
terms of the distance (r) along the center axis and the angle (0) off the
axis when the transducer is symmetrical. To the first order, the far-field
approximation (r>>a) of p(r) can be expressed as:

30 Chapter 4 Calibration



BO (3)
p (r, = O)f. -X (r)

r

since

lim i
r/a -+ c o r

When the piston transducer is calibrated for transmit level, the pressure
in clear water (cx = 0) is measured at a distance r" along the center axis
and then reduced to a reference distance of I m. The reference pressure
Po (units of Pa*m) is used to normalize Equation 2 as follows:

ir" p (r"')ir - # [Bo X ") (4)
= p = • lf r = p x ( e) Ic BO = PO

As the transmit pulse propagates outward, a fraction of the energy is
scattered by the individual particles present in the water column. The
acoustic cross section sv per unit volume per steradian in the backscatter
direction can be defined in terms of the incident pressure pi and the scat-
tered pressure Pr at a distance r0 from the scattering volume as follows:

(5)
d C'

where

d 0= (r2 d 1)(1 c d T)

T = pulse length (sec)

c = speed of sound (m/sec)

The term d 0 is the differential scattering volume and needs to be inte-
grated over the cross section of the beam pattern d 0 and over the transmit
pulse dt.

When the scattered pressure wave is received by the transducer, it is
preferentially treated with respect to direction and the angular response
function is equal to the transmit dependency expressed in Equation 2. Tak-
ing the case of an individual particle located at a position r0 from the trans-
ducer, the receiver output (disregarding noise terms) is:

V. C J pro =iro_,i X(r dA =p roI'F(r,e)X(ro) (6)

A
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where V. is the measured output at the transducer terminals and C' is a
calibration coefficient. This assumes that the spherical wave generated by
the scattering process has no angular dependency within the sector that bi-
sects the transducer. While this assumption of quasi-isotropic scattering
may not be accurate for an individual particle, the average scattering pat-
tern can be assumed to be broad at small angles around the backscatter
direction.

The data for the receive calibration is obtained in an experimental
setup that approximates the condition where a plane wave is transmitted
toward and along the center line of the transducer. Pressure (Pecho) is
mt,tsured just in front of the transducer and the receiver rms output (V,)
is measured. The calibration coefficient C' is the plane wave sensitivity
coefficient and it models both the receiver response and the transducer ef-
ficiency. C' is not a constant but may vary as a function of acoustic pres-
sure if the receivers are nonlinear:

V • C'o(t) = Pecho (7)

The measured term Pecho' the equivalent plane wave response to a
spherical wave, is:

Pecho = Pr ro T (ro) X (rd (8)

The beam forming at transmit, expressed by Equation 2, the scattering
expressed by Equation 5, and the receive response, expressed by Equa-
tion 6, can be integrated over the scattering volume under the assumption
of linear superposition, i.e., the order of integration can be changed,
which results in the following:

V2* C'2 = p 02f s 40 (r,0) X(r)((V2cdt)(rd2 )

a r

(receive) j'xmit) (scat) (beam) (loss) (volume)

Assuming that the acoustic scattering cross section only varies slowly
over the size of the transmit pulse, the logarithm of Equation 9 can be ex-
pressed as:

lOlogio(V2*2) = lOlog10 (p2) + lOlog1o(I) + lOlogo(s) + (10)

lOlog 1off V (r,9)r2 dil + 40log10 (X)
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where I is the two-way length of the transmit pulse in units of meter. As-
suming a homogeneous concentration and grain-size distribution along the
beam path, for which a, is constant, the far-field approximation of Equa-
tion 9 is the usual sonar equation for volume scattering. After rearranging
the terms, it is:

S, = 101Ogl o ( s) = 201-o 101og10 (I) + 201oglo(r) +

2 aýr- lOlog10of b 2(O)d , b(O) = W2(0), a'(dB/m) =

(a, + as) * 20log, 0 (e)

where b(O) is the classical definition of the range-independent beam pat-
tern and a' in units of dBIm represents the losses from water absorption
and particle-dependent attenuation.

The term for water absorption, aw, is given by Fisher and Simmons
(1977) as:

a. = 10-'sf 2 (55.9 -2.37 T+ 4.77 * 102 T 2 _.3.48, 10* T3) (12)

in dB/m, where T is in degrees Celsius andf is in hertz. Francois and Gar-
rison (1982) determined a somewhat different relationship as follows:

ForT < 20 °C (13)

41 = 10-15f 2 (493.7- 25.9 * T+9.11 * l0-F * T2- 1.50 * 102 T)

For T> 20 °C

al. = 1 f-15f2(396.4- 11.46 * T+ 1.45 * l0-I * T2-6.5 * 10 * T)

In the data analysis aw is 0.8 dB/m for the 2-Mhz system and
0.08 dB/m for the 600-kHz system. These values are the mean result of
the two algorithms (Equations II and 12). It is assumed that both systems
operate in clean water and at a temperature of 20-25 *C. The attenuation
coefficient ota was measured directly in the experiment, as described in the
section titled "Correction for particle attenuation" in Chapter 5.

Chapter 4 Calbraion 33



Near Field

The function pF2 , or the range-dependent intensity of the transmitted
pressure field, was evaluated analytically along the center axis of the
transducer (Ma et al. 1987). The results are shown in Figures 23 And 24
for the 600-kHz and the 2-Mhz systems, respectively. Thecre is a signifi-
cant discrepancy ($1 dB) between the exact model and the far-field re-
sponse function (11r 2) over a distance that roughly corresponds to half of
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Figure 24. Intensity of the pressure field along the center axis, 20 kHz
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the previously defined near-field distance. The figures also show the in-
tensity of the pressure field to exhibit nodal features. These features can
be interpreted as the interference pattern generated by the individual ele-
ments of the transducer. The last minimum occurs at a distance equal to
one eighth of the near-field distance. These features have caused concern
amongst other researchers (Ma et al. 1987) because these minima are
"blind spots," where particles cannot be seen. To suppress these nodes,
acoustic shading techniques can be implemented. Acoustic shading, in
this case, is implemented by using transducers that do not respond uni-
formly to the driving electrical current but have a tapered response toward
the edges of the transducer. As will be seen later, the concern about nodes
may have been unwarranted.

The integral of T4 will converge toward the product of the far-field
spreading loss, i.e., 1/r2, and the integral of the range-normalized beam
pattern. A final check of the numeric integrations can thus be done by
comparing the results with the far-field beam pattern. For a piston-shaped
transducer, the far-field approximation can be evaluated analytically and
the results are shown in Figures 25 and 26. The numerically evaluated inte-
gral converges asymptotically to the far-field solution.

Finally, the solution of the integral of F4 over the beam is shown along
with the far-field approximation in Figures 27 and 28. Model results are
depicted as a solid line and show the range dependency of the backscat-
tered power, excluding absorption and particle attenuation losses, for the
600-kHz and the 2-Mhz systems, respectively. In the area close to the
transducer the difference between the two solutions is more than 10 dB.
For the 600-kHz system, the use of the near-field solution is important
over the full length of the 2.5-m calibration chamber. The 2-MHz system
has a shorter near-field distance and the near-field model is only required
for distances closer than I m.

Two observations can be made from Figures 27 and 28. First, the
range dependency has a characteristic peak close to last axial maximum of
the transmitted pressure field. This is in contrast to the results reported
by Libicki et al. (1989), where the same model produced a monotonically
decreasing function. The cause for this discrepancy is not known, but
may be related to shading techniques employed in their 3-Mhz system.
The particular shape of the range correction in the near field may also ac-
count for the difficulty in interpreting the backscatter profiles reported by
Tamura and Hanes (1986), as part of their attempt to calibrate a 3-Mhz
system for sand particles. Secondly, it should be noted that the nodal
structure observed in the transmitted pressure field is no longer present in
the range-dependent response. The reason for this is that volume scatter-
ing represents, by definition, a spatial average of the backscattering level.
The nodal structure thus disappears when averaged over the cross section
of the beam. The implication is that transducer shading is not necessary
for this reason alone, and instead may increase the complexity of the near-
field modelling. Shading suppresses the nodes but it also affects the sys-
tem by suppressing side lobes and widening the main lobe. This is
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Figure 26. Equivalent beam pattern as a function of range, 2 MHz

important in conjunction with the definition of the "effective" transducer
area that is used in the near-field model. The 600-kHz transducer, which
has no shading, has a measured full beam width of 1.46 deg in the far
field. This corresponds to an effective diameter of 9.7 cm, which is close
to the physical size of 10. 16 cm. The 2-Mhz transducer, however, was
originally built for Doppler velocity measurements and is effectively
shaded. The measured two-sided beam width (1.56 deg) is thus not a
good measure of the effective transducer size. In the absence of a model
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for the exact transducer response, the physical transducer size (i.e., 3.175
cm) is used for modelling purposes.

Before a comparison can be made between the model and the measured
data, the integral over W4' must be digitally filtered in the same way as the
analog filters in the acoustic systems modify the signals. The 600-kHz
system has very wide band filters (of order 500 kHz) and filtering has no
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effect on a narrow band signal. In the 2-Mhz system, the amplitude signal
generated by the Receive Signal Strength Indicator (RSSI) chip (see the
section titled "Receiver Response" below) is filtered twice by a 20-kHz
single-pole RC filter, which slightly alters the vertical profile.

Finally, comparisons between model results and actual data are shown
in Figures 29 and 30. Water absorption has been accounted for in these
figures, but not particle attenuation. The data were selected from event
Y29 (63- to 75-prm silica). The mean over the three highest concentra-
tions is shown because the profiles collected at high concentration
(>100 mg/I) are the most stable. The first 0.4 m of the profile for the 600-
kHz system and the first 0.25 m of the profile for the 2-Mhz system
should be disregarded because of acoustic and electronic ringing. Addi-
tionally, it is not certain that the scattering field can be characterized as
uniform in the upper part of the tank. Note that the vertical scale is arbi-
trary, and the measured data profiles have been moved around to obtain
the best overall fit. It should also be noted that the data reproduce the ver-
tical maximum at the position predicted by the near-field model. Overall
fit between the model and the data is quite good. The effect of particle at-
tenuation can be seen at 2 MHz, where the measured profile decreases
with range to a greater extent than the model profile.

Receiver Response

The two, acoustic systems employ significantly different methods for
processing'the receiver signal. The 600-KHz system processes all infor-
mation linearly, with about 42 dB of dynamic range in any one configura-
tion, and a total range of approximately 100 dB. The 2-MHz system uses
a logarithmic response circuit with a total dynamic range of approxi-
mately 70 dB. For the purpose of describing the derivation of the parame-
ter C' in Equation 6, both receivers are described in detail.

Signal processing in the 600-KHz system provides considerable flexi-
bility and has a large total range. The return signal from the transducer is
fed into a linear preamplifier, providing between 0 and 60 dB of gain.
The preamplifier gain is software selectable and is adjusted before each
period of data collection. After the preamplifier, the signal is fed into an
8-bit A/D converter, sampling at 2 MHz. The output from the A/D has
48 dB of dynamic range and is stored directly onto the computer hard
drive. The high sampling rate allows for complete resolution of the return
signal and considerable flexibility in post-processing. By varying the pre-
amplifier setting, a total dynamic range of approximately 100 dB is ob-
tained. Since the A/D has a limited dynamic range during any particular
run, the 600-kHz system is not able to resolve backscattering from the
water column and return from the bottom in a single data file. The proc-
essing scheme is computationally intensive, typically producing 700 kB
for a single data file.
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The critical step in analyzing data from the 600-kHz system was obtain-
ing a relative calibration of the preamplifier gain. This was done using a
calibrated transmit hydrophone (Model E27 from the Naval Research Lab-
oratory). The hydrophone~transitted a signal of known power, and the
600-kHz system received the signal using different preamplifier gains.
The gain is set in software to an integer value between 28 and 115, which
is sent to an S-bit digital to analog converter and provides a driving
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voltage to the amplifier circuit. The limits on gain settings are determined
by the power requirements and saturation limits of the circuit. Figure 31
shows the calibration curve for the preamplifier, which is used for compar-
ison of data recorded at different preamplifier settings. The curve shows
strong changes in gain at lower settings (28-40), but levels off as the set-
ting approaches saturation voltage. The receive circuitry for the 600-kHz
signal is linear, so post processing is also done on a linear scale, and con-
verted to decibels as the last step. In converting the signal level to deci-
bels, a fixed but unkiniown reference is used. In other words, the
preamplifier calibration provides the relative shape of the function C' but
the absolute value of C' remains to be determined.

The acoustic return signal from the 2-MHz system is processed using
the RSSI logarithmic response circuit. Output from the transducers is fed
into the RSSI, producing two output signals. The first is an amplitude-
normalized signal that maintains the phase information of the input, and is
used for Doppler velocity calculations. The second is a 0- to 5-V DC out-
put, which is proportional to the logarithm of the amplitude of the input
signal. The DC output passes twice through a low-pass filter with cutoff
frequency of 20 kHz (corresponding to a maximum vertical resolution of
3.75 cm) to produce a smoother profile. After the filter, the output signal
is fed into an 8-bit analog to digital converter, producing a signal strength
from 0 to 255 "counts." The A/D converter samples the RSSI amplitude
signal every 16 ILsec, corresponding to a vertical resolution of approxi-
mately 1.18 cm (using 1,481 m/sec as the speed of sound, and accounting
for two-way travel). The final amplitude information, in 1. 18-cm bins, is
stored in logarithmic units.
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Figure 31. 600-kHz preamplifier calibration
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To obtain an accurate calibration of the RSSI response, three different
ceramic elements were used to feed a signal directly to the 2-MHz trans-
ducer. The three resulting curves were fit together to provide an overall
conversion between RSSI counts and signal strength. A linear interpola-
tion between adjacent poirts was used when calibration information was
unavailable. The final calibration curve can be seen in Figure 32. A best
fit line to the data points results in a slope of 0.47 dB per count. How-
ever, to accurately reproduce the small oscillations seen in the calibration
data, a conversion table was made relating a signal input level to a particu-
lar RSSI count. This table was used in converting the data from counts to
dB. The choice of input level is made with respect to an arbitrary but con-
stant reference. As for the 600-kHz system, the receive calibration of the
2-MHz system only provides the relative shape of C' and the absolute ref-
erence level remains to be determined. This reference level is discussed
in the section titled "Self-reciprocity calibration."

Transmit and Receive Calibration

Calibration of the single-beam 2-MHz and 600-kHz systems was car-
ried out in a tank measuring 4.8 m by 1.8 m by 1.8 m. Calibrated hydro-
phones leased from the Naval Research Laboratory (Models E27 and E8)
were available for the calibration and the procedure was roughly the same
for both systems. In the description to follow, the E8 and the E27 are re-
ferred to as "the hydrophone" and the 2-MHz/600-kHz systems are re-
ferred to as "the transducer."
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Figure 32. 2-Mhz receiver calibration (RSSI output versus input signal

strength)
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The hydrophones from the Naval Research Laboratory are character-
ized by receive and transmit response curves. These curves show how
voltage output or input at the terminals of the hydrophone is related to the
acoustic pressure in the water. Receive response of the hydrophones is
guaranteed to be within 1 dB of the calibration. The transmit response cal-
ibrations, however, are less reliable and are not provided with the E8 hy-
drophone (serial No. 57).

For this reason alone, it was desirable to use a calibration procedure
that does not rely on the transmit calibration of hydrophone. It was also
desirable to develop a methodology that has the potential of being used in
the field or at least does not require dedicated calibration facilities. This
was attempted as part of the project and, although not successful, holds
some promise for the future if the necessary hardware modifications are
made.

Self-reciprocity calibration

The essential element of a self-reciprocity calibration is a wall (or a sur-
face or a bottom) that reflects acoustic energy with known loss characteris-
tics. By receiving the echo of the transmit pulse as it bounces off a wall
(Figure 33), the strength of the echo relative to the transmit pulse can be
measured and the relative receive response easily calculated. In the case
of a wall, it can be regarded as a perfect acoustic mirror with no loss. If
effective, the method would require only a rudimentary calibration facil-
ity, and as a possible future extension, rough field calibrations could be
achieved by passing over a bottom with known characteristics.

Self-reciprocity cal Ibrat Ion
CTop View•)

600 kHz/2 MHz

Acoustic Beam Specul I reflIection

"Virtual transmitter"

4 meters

Hydrophone

Figure 33. Self-reciprocity calibration
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The biggest impediment to implementation of the self-reciprocity
method was the lack of dynamic range in the acoustic systems. The acous-
tic systems (and the all-important receivers) were designed primarily for
low signal levels. The echo bouncing from a wall located only 3-5 m
from the transducers is several orders of magnitude stronger than the sig-
nal normally encountered in velocity profiling applications. As a result,
several intermediary steps had to be introduced in order to measure the
correct signal level. Examples are resistors in line with the transmit line,
lossy materials hanging in the path of the beam, etc. In addition, the high
end of the operating range of the 600-kHz receivers was quite temperature
sensitive and not recognized as such until late in the project.

Finally, narrow acoustic beams severely restrict the accuracy of self-
reciprocity calibration. If, for example, the transmitting 600-kHz system'
and hydrophone were located 4 m from, and pointing toward, the far wall,
the pulse will bounce off the wall and come back toward the hydrophone.
In the x/z-plane, the two-dimensional pressure field, measured as the volt-
age output from the hydrophone, will look like the contour plot shown in
Figure 34. The gradients in the pressure fields are relatively weak and it
is difficult io find the exact position of the maximum pressure. When the
600-kHz system is set to both transmit and receive, the relevant field
strength is the two-way beam pattern (Figure 35). The gradients are quite
strong and the error introduced is considerable unless the exact position of
the peak pressure is found when mapping the field with the hydrophone.
As can be seen in the figures, a 10- to 15-cm error in position (over a prop-
agation distance of 8 m) will imply a 5- to 10-dB underestimation of the
peak signal strength. In sum, the narrow beams and limited dynamic
ranges of the acoustic systems used in the experiment make them unsuit-
able for self-reciprocity calibrations and initial attempts led to calibration
errors of more than 10 dB. The beam width should be increased by a fac-
tor of 5-10 for this method is to work properly. Also, to properly measure
the reflected echo, the dynamic range of the acoustic systems should be in-
creased by 20-30 dB at the high end.

Absolute calibration

For the absolute calibration, hydrophone E-8 (serial Nos. 67 and 57)
was used. Characteristics of the hydrophone are shown in Table 9. To cal-
culate the reference pressure p0. the transducer was set to transmit while
readings were taken with the hydrophone at different distances (1-4 m)
from the transducer and along the center line of the beam. Using the hy-
drophone receive sensitivity (see Table 9), the measured voltage levels
were converted to pressure. The values of p0 were calculated for both sys-
tems by reducing the pressure readings to a reference distance of I m. In
the calculations, the theoretical pressure along the center line was used,
with water absorption taken into account.
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Table 9
Calibration Constants for the Hydrophones and the Transducers

u0-kf Sy-e 2lt SyLM-
Conemt (EW (ESM•7

Hyrophone receive sensiiv"y (reference - 1 V and lO4 Pa) 216dB 216€dB

Hydrophone transmit level (reference -1 V and 104 Pa) 146.5 dB 156.5 dB
(estimate)

Transducer transmit pressure (Po) 101 kPa 25.7 kPa

20 log, (C'" V./p. f transducer (arbitrary reference scale -56.1 dB -24.9 dB
used inre apr caibation)

In the second part of the calibration, the hydrophone and the transducer
were positioned 4 m apart. The hydrophone was set to transmit and the
transducer was set to receive. The systems were aligned to maximize the
receive level in the transducer, thereby ensuring that the hydrophone was
located on the center line of the transducer. The transmit level calibration
for E-8, No. 67 was 146.5 dB, as shown in the table. The transmit calibra-
tion for E-8, No. 57 was not available. Since the two hydrophones are of
the same kind, however, it was assumed that they had the same relative
transmit/receive response at 2 MHz.

Using the hydrophone transmit response furnished by the Naval Re-
search Laboratory, the pressure level was known at a distance I m from,
and along the center line of the hydrophone. The pressure level 1 m in
front of the receiving transducer was calculated using the far field approxi-
mation for spreading and the standard value for water absorption. The
pressure in the water was thus known and can be related directly to the
output of the transducers. This implies that an absolute reference level for
the value of CIVm was obtained. For simplicity, this value was combined
with the reference pressure Vm and expressed as an offset to the arbitrary
scale established after the receive calibration (Equation 11 and the section
in this chapter titled "Receiver Response.") The absolute calibration of
the acoustic system was then complete.
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5 Data Analysis

This chapter is included to explain processing of backscatter data that
were collected with the two acoustic systems, the 600-kHz system and the
2-Mhz system. For each main stage of processing, a typical set of vertical
profilt, 's presented as an example.

Data Processing

Raw data files

As described in the section of Chapter 4 titled "Receiver Response," an-
alog processing in the two acoustic systems is not the same. The 600-kHz
system processes the signal linearly, whereas the 2-Mhz system uses a log-
arithmic amplifier in the receiver to extract the signal strength. Data files
generated by the two systems also differ, but both systems store raw data
in binary files to conserve disk space.

The 600-kHz system stores the output from the 8-bit A/D converter di-
rectly. A total of 7,000 samples collected at 2 MHz are stored for each
data ping, with each sample requiring 1 byte. Thus, a typical 100-ping en-
semble will create a file of 700 kB. Seven thousand samples at 2 MHz
corresponds to profiling over a range of 2.59 m, providing information
slightly beyond the bottom of the tank. Along with the raw data, a file
header is written to each file containing the preamplifier setting, A/D
board sensitivity, transmit pulse length, and other critical information.
Time from the PC clock is written with each ping.

The 2-MHz system stores the scattering level in counts, sampled every
16 Itsec (1.18-cm resolution), with each point occupying 1 byte. Addition-
ally, the 2-MHz system stores velocity information, along with the correla-
tion coefficient, in 10-cm bins. For amplitude information, 290 samples
at 1.18-cm resolution are stored, providing information well past the bot-
tom of the tank. As with the 600-kHz system, the 2-MHz system produces
a file header with all critical data collection information a&,d writes the
time from the PC clock with each ping.
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Initial data conversion

All data processing was done using Matlab, so raw data files were first
converted into a compatible ASCII format. For the 600-kHz system, this
involved averaging the data into 1- or 5-cm cells using a block RMS filter.
The long cells (5 cm) were used for backscattering profiles, and the short
(I-cm) cells were used to resolve the bottom when transmitting with re-
duced power. These RMS values were scaled to account for the preampli-
fier setting and A/D sensitivity, and converted to a relative scale in
decibels. The internal scale is set such that 0 dB corresponds to the larg-
est signal the 600-kHz system can resolve.

With the 2-MHz system, data are read from the binary form and written
directly to ASCII files. Four different files are created for each 2-MHz
raw file: amplitude profiles, velocity profiles, correlation profiles, and a
configuration file showing data collection parameters.

Mean profiles

Despite efforts to maintain cleanliness in the calibration chamber, some
contamination by foreign particles was unavoidable. These particles
would appear as "spikes" in the acoustic data, with return levels much
higher than the sediments. In order to minimize the effects of these
spikes, a data processing scheme was devised to filter the 100-ping data
ensembles, and produce a single mean profile to represent the scattering
from the sediments being tested.

The first step in processing the 2-MHz data was to convert data from
RSSI counts to a decibel scale. This is done using a calibration table, re-
lating each RSSI count level to a particular signal input level in decibels
(see section titled "Receiver Response" in Chapter 4). The 2-MHz data
system is more prone to electromagnetic interference and additional de-
spiking was implemented to remove all data profiles that are obviously er-
roneous.

The 100-ping ensembles were extracted in the same manner for both
systems. The individual profiles were stored as a matrix, and then sorted
in ascending order. From this sorted version, the middle halves of the pro-
files were selected, eliminating extreme signal levels. At this point, differ-
ent processing procedures were used for each system. Since the receivers
for the 600-kHz system operate entirely on a linear basis, a linear mean of
this middle half of the data was computed, and then the data were con-
verted to log space with the same decibel scale as before. For the 2-MHz
system, the mean of the logarithmic values from the middle half of the pro-
files was calculated to be consistent with the logarithmic averaging per-
formed by the log amplifier. Because a subset of the data was removed,
the distribution was changed and the estimated mean no longer repre-
sented the statistically correct value. In addition, internal processing of
the signal in the 2-MHz system had to be taken into account. The RSSI is
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the logarithm of the rectified signal, and is different from the rms value of
the intensity. These two effects combine and were included as an offset in
the calibration (Table 10).

Table 10
Offset Required to Compensate for Error Introduced In Estmatling
Moan Scattsring Profie

I oaad rmm Type

6O0-lHz +1.3 dB Lkewr man • mde 50 percent (iNar out hlge valuee)

2-WIz +1.7 dB Receive vohtae We! rced, ogarithmic men of middle
50 peront

The final result is a single mean profile for each 100-ping ensemble
and for each system. The mean profile was calculated for each concentra-
tion of a particular sediment size class, providing a set of profiles as
shown in Figure 36. The material used in the test run in Figure 36 was
Crystal White Silica Sand, 300 to 355 ;Lm in size. The figure shows nine
profiles, starting with the background at the bottom and moving up with
increasing concentration. Each profile represents one of the nominal con-
centrations given in Table 3. This test run is used as an example through-
out Chapter 5. Mean profiles for all data runs are shown in Appendix B.
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Figure 36. 2-MHz data from Run A06B, mean profiles
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System noise correction

For low concentrations (and particularly for smaller particles), the
backscattering level is close to the electronic noise level. Measurements
are corrected for electronic noise level by subtracting it from all the mean
profiles.

For the 600-kHz system, the noise level remains relatively constant
from run to run, so a constant value was subtracted from the profiles.
This constant was found by recording the system output after the bottom
reflection had been received. The 2-MHz system is more suspectible to
electromagnetic interference and the noise level changes somewhat from
run to run. For each size class, the noise level was determined from the
background profile.

Figure 37 shows the same data as Figure 36, after being corrected for
system electronic noise. In this plot, the background scattering level has
been removed, leaving eight profiles associated with the eight concentra-
tion levels above the background profile.

Correction for particle attenuation

A correction for particle attenuation was applied to each set of mean
profiles for both acoustic systems. Particle attenuation is a combination
of viscous and scattering losses and is proportional in magnitude to the
concentration. An absolute measure of the attenuation in the calibration
chamber can be made by comparing the magnitude of the bottom echo at
all concentrations with the bottom echo in clear water. The reduction in

40 ....--

I,

oi00 •,• ..

_ 50o 10 i 200 250

Dkm~ (cm)

Figure 37. 2-MHz data from Run A06B, noise subtracted
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bottom echo is a measure of the integrated attenuation over the length of
the chamber caused by the particles. If the concentrations in the chamber
are homogeneous, the scattering curves should show constant linear attenu-
ation with range above that caused by absorption and spreading, and can
be corrected for the particle attenuation.

Both acoustic systems collected data from the bottom echo. These are
shown in Figure 37 as peaks in return levels starting at around 225 cm. In
general, attenuation was only significant for the three highest concentra-
tions (nominally 250, 500, and 1,000 mg/I) and for the assumption of ho-
mogeneous concentrations in the chamber; therefore, constant linear
decay with range Was generally valid for these concentrations. It was also
found that the best results, as evidenced by the final success in removing
range-dependent variation in return signals, were obtained by using the av-
erage of the bottom returns from the six lowest concentrations as the
"clear water" echo for correcting the three highest concentrations.

Results of the procedure are shown in Figure 38. Figure 38 shows final
profiles after applying the absorption, attenuation, and spreading losses.
As can be seen in Figure 38, the procedure was reasonably successful in
removing significant range-dependent variations in the return signals for
the three highest concentrations.

Conversion to volume scattering

Using the near-field modeling and preamplifier calibration described in
the section titled "Near Field" in Chapter 4, and the receive and transmit
calibration in the section of Chapter 4 titled "Receiver Response," the
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Figure 38. 2-MHz data from Run A06B, corrected for attenuation and noise
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echo level can be normalized with respect to range (near and far field),
pulse length, beam pattern, and transducer transmit and receive response.
This makes it possible to convert all measured scattering levels from
system-dependent scales to volume-scattering strength. After introducing
the system corrections, and correcting for range, particle attenuation and
noise, a set of profiles remain which show volume backscattering strength
(S) over the length of the sediment chamber. Figure 39 shows the final
profiles. The higher concentrations show uniform volume scattering with
range. The reason for the increasing levels with range at lower concentra-
tions is assumed to be the result of a vertical gradient in sediment distribu-
tion, but this has not been independently verified. If a particle attenuation
correction had been applied to these low concentration profiles, the in-
creases with range would have been larger.

Mean scattering levels and averaging Interval

From the range- and system-normalized profiles, a series of mean scat-
tering levels for each sediment concentration were extracted. From the
profiles of S., a 50-cm region centered around the area where the water
samples were collected was chosen for further processing; i.e., at approxi-
mately 155 cm from the transducers. Volume scattering over this region is
averaged to produce data sets of concentration and volume scattering for
each acoustic system. These data points can be compared directly with
the scattering models, and the example data set is shown in Figure 40.
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Figure 39. 2-MHz data from Run A06B, corrected for noise, attenuation,
and range
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Figure 40. 2-MHz data from Run A0613, mean signal strength versus
measured concentration

Additional plots and figures derived from the analysis described in this
section and the above section titled "Conversion to volume scattering" are
shown in Appendix C. The slope of the linear regression between S. and
concentration is listed in Table A3 (Appendix A). The slope between con-
centration and S (both in log units) for a fixed grain-size distribution
should be 1.00 if particle attenuation is accounted for and multiple scatter-

ing is insignificant. A slope of 1.00 means that the scattering level is pro-
portional to the number of suspended particles. Table A3 shows the mean
slope from all data runs. For the 600-kHz system, the maximum value is
1.30 and the minimum is 0.97. For the 2-MHz system, the maximum
slope is 1.71 and the minimum is 0.91. The mean for all runs regardless
of frequency is 1.06 with a standard deviation of approximately 0. 14. The
mean measured correlation coefficient indicates that about half of the con-
tribution (i.e., 0.06) is a consequence of statistical uncertainty. This does
not, however, explain the bias toward slopes greater than I observed in
the data.

Scattering Models

Data weir. collected during the calibration experiment to ascertain the
extent to which acoustic measurements can be used to measure concentra-
tions of suspended sediments. Dredging and dredged material disposal op-
erations involve relatively large variations in suspended sediment
concentrations and grain sizes, varying both spatially and temporally. The
calibration experiment measured only a small number of the possible com-
binations of factors affecting the determination of concentrations from
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acoustic backscatter measurements and a scattering model is needed to
generally apply the results.

The frequencies for acoustic systems with sufficient ranges to be useful
for most dredging and dredged material placement sites are such that the
wave lengths are often greater than or nearly equal to the diameters of the
sediment particles. The scattering model for small nonresonant spheres
was first derived by Rayleigh (1945) (see also Clay and Medwin (1977)).
Rayleigh's model predicts that the backscatter for spheres much smaller
than the wave length is proportional to the fourth power of the frequency
and the sixth power of the sphere's diameter. The volume backscattering
strength S. for Rayleigh scattering for spheres can be expressed in deci-
bels as follows:

SV 10 log 1 0 (Ckk4a 3) + 101ogl 0 (kl) (14)

where

Cv = volume concentration of scatterers

k = wave number (i.e., 27r/wave length)

a = sphere radius

k1 = constant

The constant kt is a function of the relative density and elasticity of the
spheres and is given by:

where

e = ratio of sphere/water elasticity

g = ratio of sphere/water density

This model is theoretically valid to first order when (ka)2 << ka. When
the ratio of the sphere's radius to the wave length is greater than 2n, but
within the range of sizes equivalent to the maximum sediment sizes ex-
pected to be suspended during dredging and dredged material placement
operations, spheres exhibit resonant oscillations. A model for this region
was derived by Faran (1951) (see also Clay and Medwin (1977)).

Contemporaneously with the calibration experiment described in this re-
port, the results of two significant experimental laboratory studies of the
relationship between acoustic backscatter and suspended sediment concen-
trations were published. These are described in a paper by Hay (1991),
who conducted multifrequency (1-, 2.25-, and 5-MHz) experiments using
a free turbulent water jet carrying material in suspension, and two papers
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by Thorne (1992 and 1993), who conducted tank studies similar to one de-
scribed in this report using a 3-MHz system. Both studies found good
agreement between Rayleigh scattering theory and the results of their ex-
periments in the region of grain sizes where the model is predicted to be
valid. Hay observed resonant scattering for glass spheres of the appropri-
ate size, as predicted by theory, but found that natural sand with equiva-
lent diameters did not display this resonant behavior. He attributed this
absence of resonant behavior to the irregular shape of the sand. Hay also
derived the theoretical prediction that at some point when the concentra-
tions are great enough multiple scattering will make it impossible to deter-
mine the concentration from the backscatter. Hay's experimental results
seemed to show that at 5 MHz, multiple scattering was not significant
until the concentrations reached 2,500 mg/l.

Model Comparisons

Scattering models for small particles

To compare results with the scattering models it is customary (Hay
1991) to present the data in terms of a form factorf. In terms of SO, the
form factor is defined as:

(15)
s /20 4

f. .10 * 0( 2)

where S, and a are defined in Eqration 14 and N is the number of particles
inside a reference volume of 1 m . The form factor describes Lae extent
to which the scattering strength departs from being proportional to the
area of the particles. In Figure 41, the mean form factors derived from
data sets in the experiment are plotted with the results of Faran's (dashed
line) and Rayleigh's models (solid line) for spheres with the density and
elasticity of the glass beads. The circles are from the 600-kHz system and
the asterisks are from the 2-MHz system. The horizontal scale is ka. For
the model, the form factor is defined as 21p1/a where IpI is the absolute
value of the scattered pressure from an individual particle. No screening,
other than the processing described in the section titled "Data Processing"
in this chapter, was performed. All data points have been plotted using
concentrations derived from the water samples. The numbers of particles
inside a reference volume were estimated from the true density of the
particles.
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Figure 41. Measured form factor for all data and for both acoustic systems

Correction terms

Using the scattering models, the data can be corrected for the effects of
finite bandwidth and distribution of sediments inside a size class. These
effects (see Table 11) are relatively small for the systems and suspended
material samples used in the experiment.

Tab"e 11

Effect of Correcting for Bandwidth and Size Distribution

PUsiaw the scatteriYn 2dMoh SyS ofM

Sine distribution (df n in efect sctern frq y) % (ro Inciuded <% (not insuded

Bewidct (sem pulse for 600 kHz ai four carrier 6% s

Outyin data points (ouWu power/run y23a and y24a) -+ 3dB inSv

The size classes used during the experiment were quite narrow with a
typical maximum width of 15 percent. For the Rayleigh scattering re-
gime, the effect of a uniform distribution inside the size class is to in-
crease the effective ka value by no more than 5 percent. Since most size
classes have a width of only 7 percent, the overall effect of size distribu-
tion is negligible.

The 600-kHz system transmitted short pulses. The pulses consisted of
four carrier cycles, corresponding to 25 percent bandwidth. In the
Rayleigh scattering regime, the high frequency components of the
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transmit pulse are scattered more effectively and the effective scattering
level is increased. Alternatively, this can be shown through numerical in-
tegration to be equivalent to a 6-percent increase in the center frequency
for the 600-kHz system.

Finally, two of the outlying points for the 2-MHz system in Figure 41
were caused by an accidental change in the transmit power during the ex-
periment. Based on the bottom echo, the transmit power used during runs
Y23a and Y24 is estimated to be about 3 dB below the normal power
level. With these three minor effects included, the data in Figure 41 were
replotted in Figure 42. In Figures 43 and 44 data collected with glass
beads are plotted separately from data collected with sand particles (i.e.,
CWSS). The overall fit with the model is quite good.

For ka< I, there is little difference between scattering from glass beads
and from sand. This implies that the particle shape is irrelevant for small
particles, at least as long as the irregularities are modest, such as is the
case for sand. For ka>l, the scattering from sand departs from the model
for glass beads; this is true even if the beads are modeled with density and
elasticity identical to crystal silica. This agrees with the results of Hay
(1991) and is probably a result of the irregular shapes of the sand particles.

Dependence on particle size

Comparisons with the scattering models as shown in Figures 40-44 are
convenient because the form factor can be plotted on the same horizontal
scale (ka) for both systems, making quantitative judgments about the com-
parisons between model and data relatively simple. In Figure 45, S. has

101 ~=rt4 vrtz.-t~-

log++ 60 IWZ
U - . -..-... . . . . . . . .0 . . . . .. ..

10 - I

10-2 ~-

10-3
10-2 10-1 100 10P

ka

Figure 42. Same as Figure 41 but after correction for bandwidth
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Figure 43. Measured form factor - glass beads only
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Figure 44. Measured form factor - sand only

been normalized for concentration, and plotted as a function of the log of
the particle radius. These data are for CWSS and silica only. This normal-
ized data set shows the size sensitivity of the backscatter data as defined
by Clark, Proni, and Craynock (1984).

Figure 45 shows that the volume backscattering strength normalized
.with concentration varies as the third power of the radius for the 2-MHz
system up to a radius of approximately 60 gim, or ka = 0.5. Extending the
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Figure 45. Sensitivity of the backscatter strength with particle size

third power dependence up to ka = 1, or 120 gtm, would result in approxi-
mately a 5-dB error for the largest grain sizes. Above 60 jLmi, until the
limit of the data points, i.e., approximately ka = 3, the dependence is to
the 1.3 power of radius with no obvious resonant oscillations.

Figure 45 also shows data for the 600-kHz system. If the data point for
a nominal radius of approximately 41 Itm is disregarded, the values of $,
are correct relative to the 2-MHz data for a k 4 dependence on frequency.
The size dependency is to the third power for all of the remaining data
points, which for 600 kHz, is up to approximately ka = 0.95. The results
agree well with a Rayleigh scattering model given by Equation 14 and
there is no evidence of resonance. This agrees with Hay (1991) and
Thorne (1992 and 1993).
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6 Conclusions

An experimental laboratory study of acoustic backscattering from
particles equivalent in size to those potentially found at dredging and
dredged material disposal sites was conducted. The objective of the study
was to determine the relationship between acoustic backscatter and sedi-
ment size, composition, and concentration to be used to analyze and inter-
pret field data from PLUMES. To achieve the objective, a calibration
chamber was designed and built. Particles of uniform size wert- us-
pended in the calibration chamber and backscatter and attenuation mea-
surements were made using two different acoustic systems, one operating
at a nominal frequency of 600 kHz and one operating at 2 MHz.

Main Results

The experiment was successful for glass beads and sand particles rang-
ing in size from 38-850 gim at nominal concentrations of 5 to 1,000 mg/l.
The average slope between concentration (in log units) and backscatter in-
tensity (in log units) was measured to be 1.07 for a fixed grain size distri-
bution. Part of the deviation from the theoretical slope of 1.00 is due to
statistical error. It was concluded that, within the accuracy of the experi-
ment, backscatter is proportional to concentration for a fixed size
distribution.

The data show the same dependency on particle size and frequency as
predicted by a Rayleigh scattering model for the appropriate range of
grain sizes. This has independently been confirmed by Hay (1991) in his
work at 1, 2.25, and 5 MHz and later by Thorne and Campbell (1992) and
Thorne, Hardcastle, and Soulsby (1993). At 2 MHz, the Rayleigh model
predicts the volume backscattering strength well for particles with diame-
ters less than 120 gim. When the ratio of the particle radius to the acoustic
wave length is greater than 2n, scattering from sand particles departs from
the Faran (1951) model and does not exhibit resonances. This was pre-
viously observed by Hay (1991) and may be due to the irregularity of the
particles. For the 600-kHz system, the Rayleigh model works well for all
particles, iu-luding the largest particles with a nominal diameter of
760 gim.
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The experiment was unsuccessful for particles that were less than
10 tim in size. It was determined that selective trapping of smaller grain
sizes in the calibration system made it impossible to accurately make the
required measurements for these small particles.

Calibration of the system parameters was carried out using a calibrated
hydrophone. Calibration using the hydrophone was foand to be the most
accurate method for determining the acoustic performance of the 600-kHz
and 2-MHz systems. An attempt was made to develop a simpler and more
robust calibration method based on the self-reciprocity principle. The at-
tempt failed, partly because of lack of dynamic range in the two acoustic
systems at the high end and partly because the transducer beam widths
were too narrow.

In terms of PLUMES, these results show that the PLUMES acoustic
performance needs laboratory calibration and that a Rayleigh scattering
model should be used to analyze and interpret field data for nearly all sedi-
ments of interest at sites of dredging and dredged material placement
operations.
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Appendix A
File Summary T. and Slope
Information

Table AI is a complete listing of all tests associated with the PLUMES
calibration experiment, covering March 17 through July 2. 1992. This in-
cludes all sediment runs, as well as special tests as calibration efforts.

Table A2 is a listing of successful sediment calibration runs. The list-
ing is organized by sediment size class, and lists all runs for which data
are presented in Appendix B.

Table A3 is a listing of the slope and correlation coefficient from a lin-
ear regression of concentration and volume scattering data. Data are pre-
sented for all successful runs with uniform sediment size classes.
Regressions are performed using lO*logl 0(concentration), and the volume-
scattering level in decibels.
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Table Al
Summary of Data Runs

Dele Run Experiment Conmments

March 17 A 212-300 CWSS

March 18 A 590-840 micron glass beads No 2-MHz alernualon Rles

March 18 B 2 MHz attenuation testing

March 19 A 590-840 nicron glass beads

March 19 B 500-00 micron glass beads 600 atenurliontpuise to 64

March 20 A 355-500 micron glass beads

March 20 B 210-297 micron glass beads

March 21 A 149-210 micron glass beads

March 21 B 38-45 micron glass beads Noise problems

March 23 A 105-149 micron glass beads

March 23 B 38-45 micron glass beads started Sample degassing

March 24 A 74-105 micron glass beads

March 24 B 53-74 micron glass beads

March 25 A 45-53 micron glass beads

March 25 B Norfolk project samples Run aborted

March 26 A 500-600 micron glass beads Uneven distibution

March 27 A Norfolk project samples Ind 2.4 MHz

March 30 A 600-850 CWSS Uneven distrbution

March 30 B 500-600 CWSS Uneven distribution

March 31 A 355-50 CWSS Jets signed

Apnl 1 A Particle Distribution Testing Changing jets

April 2 A Test for bubbles and jet alignment

April 2 B Added drills - test with 600-850 micron CWSS

April 3 A 600-850 nicron CWSS Using drills

April 6 A Testing noise effects of drills

April 6 B 300-355 micron CWSS Drills 65%
April 7 A&B 212-300 micron CWSS, double run Drills 60%

April 8 A 180-212 mcron CWSS Drills 60%
April 8 B 125-180 rnicron CWSS Drills 60%

April 9 A 105-125 micron CWSS Drils 50%

April 10 A Anchorage Alaska samples Noise problems

April 14 A 212-300 micron CWSS, repeat Drift 60%

April 15 A 212-300 micron CWSS, 20 grams Single conc. tests

April 16 A 212-300 micron CWSS. 20 grams bottom changes

April 17 A 212-300 micron CWSS, 20 grams bottom changes

April 20 A dean tank, then sand temp. changes

Apil 21 A using 600 kHz log receiver temp. changes

April 21 B Trying to control system temperature

April 22 A&B 2 MHz -lookng for positioning errors

April 22 C&D 2 MHz - temperature testing

April 27 - Direct feed in 600 kHz preamp calibration

April 27 A 2 MHz looking at horizontal distribution
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Table Al (Concluded)

DeA Run Experiment Comnente

April 28 - 600 kHz preamp temperature calibration

April 29 - 2 MHz RSSI calibration wlth hodcey pucks
May 5-7, 11 - 2 MHz absolute calibration (E8 hydrophone)

May 12 - 600 kdHz absolute caibration (E27 hydr* oe)
May 12 A 212-300 micron CWSS New 600 xdr
May 13 A Kaodtle ro 2500 mgA
May 15 A 212-300 micron CWSS Bottle sampling test

May 15 B Kaolinite testing 600 kHz (Data lost?) No samples

May 23 A 45-53 micron glass beads
May 24 A 38-45 micron glass beads
May 27 A 38-45 micron Silica

May 28 A 45-63 micron Silica

May 29 A 63-75 micron Silica

June I A Kaofln•te testing (2 MHz) - with bottle samples

June 7 A 75-106 micron Sica

June 8 A 125-180 micron Silica Not a full run
June 8 a 75-106 micron CWSS Not a ful run

June 9 A Silica Mix #1 (212/125 micron) Drif 65%

June 9 B 590-840 micron beads Ddis 65%
June 10 A 15 micron silica Testing - unsuccessul
June 10 B 15 micron silica Testing - unsuccesslul

June 11 A 500-600 micron glass beads Dril 65%
June 12 A 355-500 micron glass beads Drls 65%

June 15 A 300-355 micron glass beads Drilf 65%
June 16 A 210-297 micron glass beads Okls 65%
June 16 B 500-600 micron CWSS Drift 65%
June 17 A 355-500 micron CWSS Drif 65%
June 18 A 15 micron silica tesling

June 19 A 15 micron silica testing - with larger silica
June 29 A Silica Mix #2 (180/75 - diflerent order) Drif 65%
June 30 A 600 kHz 5 beam absolute calibration (E27)
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T"bl A2
DeIb Run by Sediment Type nd Size Clas

IMtibl m

6o0-50 micran CWSS Aprl3 A
500-400 micron CWSS June 16 B

355-500 micron CWSS June 17 A

300-355 micron CWSS Apdl6 B

212-300 micron CWSS Apil 7 AB
Apl 14 A
May12 A

180-212 minron CWSS Apdi8 A
125-180 micron CWSS Apri 8 B
106-125 micron CWSS Apul 9 A

75-106 micron CWSS June 8 B

125-180 mncron Silica June 8 A

75-106 micron Silic June 7 A

63-75 nicron Silica May 29 A

45-63 icrfon Silica May 28 A

38-45 micron Silis May 27 A

Silka Mix #1 (Mlx 220 g 212-30 micron CWSS wth 210 g 125-10 Omlcron June9 A
CWSS and 10 g 125-180 micron sics. Normal Concentraton levels using nix of
sizes)

Slice Mix #2 (Add 20 g 180-212 micron OWSS to tank - record date, Begin June 29 A
adding 75-106 micron silica In (10 10 30 50 100 1271 g Incremer-ts. Watching as
small sedimers gradually dominate scaeflno)
15 micron Silica June 18 A

June 19 A
Norfolk project samples March 27 A

Kaoinite June 1 A
590-840 micron glass beads June 9 B

500-600 micron glass beads June 11 A
355-500 micron glass beads June 12 A

300-355 micron glass beads June 15 A

210-297 micron glass beads June 16 A
149-210 micron glass beadsi March 21 A

105-149 micron glass beads March 23 A

74-105 micron glass beads March 24 A

53-74 micron glass beads March 24 8

45-53 micron glass beads May 23 A

38-45 micron glass beads May 24 A
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Table A3
Summary Results of All Slope and Correlation Coefficients (Concentration
Versus Mien Scatteung Level)

600 kHz 2 Miz ShoW Pulis 2 MHz Long Pulse

Defs mt Mrlunl Sle/Cowr Slope/Cor Sk"pe/Cor

m2la 149-210 micron beads 0.98610.994 1.064M0.998 1.04110.997
m23a 105-149 micron beads 1.065/0.991 1.110/0.974 0.968/0.98

m24a 74-105 micron beads 1.052/0.999 1.0850.999 1.114/0.997

m24b 53-74 micron boeds 0.872/0.997 0.942AD.989 0.980/0.997
m27a Norbolk sample 1.094"0.969 1270/0.992 1284W0.989

a0sa 600-850 micron CWSS 0.B76/0.984 0.954/0.992 0.765/0.991

a&6b 300-355 micron CWSS 1.192/0.998 1.0870.994 0.997/0.995
aO7a 212-300 micron CWSS 1.047/0.993 0-900/0.965 0.86010.993
a07b 212-300 micron CWSS 1.143/0.989 0.95510.963 0.92410.983
a05a 180-212 micron CWSS 0.985/0.997 0.84710.992 0.876/0.995

aO0b 125-180 micron CWSS 1.074/0.999 0.8760.995 0.867/0.995

aOga 106-125 micron CWSS 0.88/0.965 0.770/0.974 0.768/0.981

al4a 212-300 micron CWSS 1.048/0.998 1.099/0.999 1.076/0.997
y12a 212-300 micron CWSS 1.390/0.970 1.712/0.932 1.669/0.941

y23a 45-53 micron beads 0.84"10.991 0.987/0.998 0.991/0.996
y24a 38-45 micron beads 0.957/0.998 1.065/1.000 1.10810.999
y27a 38-45 micron Silica 1.012/0.999 1.09010.999 1.113/0.999

y28a 45-63 nicron Silica 1.03410.996 1A10/0.930 1.12610.999

y29a 63-75 micron Silica 0.876/0.988 0.968M0.958 1.116/0.989

j07a 75-106 micron Sica 125-180 micron 1.04810.984 1.109/0.976 1.172/0.970

j98a Silica 1.116/0.957 1.133/0.906 1.12710.918
j10b 75-106 micron CWSS 0.947/0.998 0.98310.992 1.001/0.991

J09a Slica Mix #1 1.297/0.999 1.073)0.967 1.082/0.994

j09b 590-840 wiroq, beads 1.13210.981 1.106/0.948 0.885/0.975
j11a 500-00 micron beads 1.13310.986 1.160/0.976 0.975/0.990
J12a 355-500 micron beads 1210/0.991 1.18010.996 1.070/0.997

j15a 300-355 micron beads 0.981/0.980 1.033/0.986 0.960/0.975
j16a 210-297 micron beads 1.145/0.997 1.050/0.995 1.036/0.998

]16b 500-600 micron CWSS 1.124/0.998 1.14610.988 0.890/0.990
J17a 355-500 micron CWSS 1.161/0.998 1.151/0.988 1.032/0.997

Mean Slope 1.06 1.08 1.03
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Appendix B
Uncorrected Mean Scattering
Profiles

The following series of plots shows the mean scattering profiles, before
any corrections. For each successful run, the mean profiles from the 600-
kHz data and the 2-MHz short pulse data are presented. Please note that
for special tests (i.e., very fine sediments and silica mixtures) the profiles
will not necessarily follow a progression of scattering levels.
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Appendix C
Corrected Mean Scattering
Profiles and Concentration

The following series of plots show the mean scattering profiles after
correction for noise, attenuation and range. The vertical lines on the scat-
tering profile show the averaging interval used for the mean scattering
level. Additionally, a plot showing measured concentration versus mean
scattering level is shown with a best fit linear regression. Profile and re-
gression plots are presented for the 600-kHz data, and for the 2-MHz
short and long pulse data sets. This appendix only contains these plots for
uniform sediment size classes, data from the Norfolk samples and silica
mixture No. 1.
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